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No 44 Amington store Access Arrangements 
 
Directions to the store 

1. No. 44 Amington store is located on the Amington Industrial Estate in the 
North East direction of Tamworth town centre, off the B5000 / Mercian Way.   
From the town centre follow the A5 / A51 bypass signposted for the M42 / 
Nuneaton. 
Take the first exit from the A5 bypass signposted for Glascote / Wilnecote /  
B5000. At the island take the first exit, follow the road straight up until the next 
island with the B5000. 
Take the third exit.  At the next island take the second exit, and then the slip 
road to the left just after the bus stop. 
Follow the road round past the Calico Business Park on the left, and take the 
second left signed Sandyway Units 27 – 68.   
Follow this round -  Unit no.44 is half way down on the right hand side. 
See the previous page of maps and aerial view. 
The small estate that the unit is part of has a one-way system that 
should be observed by vehicles when entering and exiting the estate. 
When leaving turn right out from the unit and follow the road down round the 
curve and down to the junction with the road, turn left or right. 
Alternative routes: 
Follow the B5000 out from the town centre, through Glascote to the island 
and take the second exit. 
Follow the brown signs for the Golf course. 
At the next island take the second exit and then the slip road to the left just 
after the bus stop. 
From Polesworth follow the B5000 towards Tamworth, taking the third exit at 
the island at Mercian Way, follow the road through the Industrial Estate. 
At the next island take the second exit onto Sandy Way and follow the above 
directions 
From the A5 bypass travelling out of Tamworth, take the second exit just 
before the A5 / M42 interchange / island, signed for Stonydelph. 
At the island take the first exit for Stonydelph and follow the road through until 
reaching the island on Mercian Way, and follow the above directions. 
From the A5 / M42 interchange / island towards Tamworth.  On the A5 
bypass take the first exit after the island signed for Wilnecote / Stonydelph / 
Glascote. 
At the island take the third exit. At the next island take the first exit and follow 
the road through until reaching the island on Mercian Way and follow the 
above directions. 
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The unit 
 

2. Approached by turning right off the access road. 
 Ample parking outside. Large vehicle parking outside full height roller  

shutter door, and three further car parking bays at the front of the unit. 
Further vehicles can be accommodated opposite the unit next to the grass 
verge, which is also the Fire Assembly point by the road sign, or on the 
access road. 

3. The unit is a corner unit in the left corner of a block of 5 units.  
A steel frame construction, in-filled with brick and block to half height, vertical 
cladding in corrugated sheet to top half with insulation and boarding to 
interior.  Roof of similar corrugated sheet design with gutters drained via an 
internally installed stack.  The roof and cladding has been encapsulated in a 
liquid plastic coating system with a 15year manufacturers warranty to that 
system. 
The roller shutter door is full height for vehicle access.   
To the left of the roller shutter is the green steel front door, main access to the 
unit, which opens outwards.  
To the left of the front door there are two windows which are sealed over with 
steel sheeting.  One window gives onto the entrance hallway, the second 
window gives onto the office space. 
There is a halogen security light above the entrance to the unit and an ADT 
external alarm unit on the wall beneath. 
To the extreme left of the unit is a steel door which is inset within an open 
storm porch, faded to pale blue this is the front Fire Escape door, and a small 
high window covered with a steel sheet which gives onto the window light in 
the ladies toilet. 
There is a small barriered area at the corner of the unit. 
Down the side of the building on the access road side, there are two small 
high windows, also covered with a steel sheet, and these give onto the 
window lights in the men’s toilet and the small kitchen space. 
There are also three small plastic louver covers, mid way up on the same 
wall, these cover the air vents located inside under the Mezzanine floor. 
At the end of the unit space is another pale blue steel store set flush to the 
wall, this is the rear Fire Escape for the unit. 
Unit no.44 backs onto a Unit 46 that runs at right angles down the back and 
almost the width of the unit block.  To the right of Unit 44 is Unit 42 which is 
currently occupied by Apollo Chemicals based across the outer road. 
The whole block of units opposite the front door of Unit no 44 are currently 
occupied by Neuteq – Europe Ltd along with two further units across the 
access road. 
Units 48 – 50 on the far side of the block of units is occupied by Applied 
Vibration Limited. 
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Access / Emergency Access 
4. The front door opens onto an entrance hall where the intruder and fire  

alarm panels are located immediately to the right of the door. 
The building is alarmed. 
See separate emergency alarm access details. 
Power failure will activate the Fire and Intruder Alarms. 
There is emergency lighting throughout the building.  
All visitors and contractors must sign in on the log in the entrance  
hall and contractors must be provided with the Fire Safety details  
slip. 
Visitors must be made aware of the Fire Escape routes and the  
Fire Assembly point 
The door straight ahead opens into the main store area of the building 
and the stairs to the partial Mezzanine. 
The door to the left opens into the office space, beyond this of a small  
corridor is the front Fire Escape door and the ladies and 
men’s separate toilets, and a small kitchen space.   
The door at the end of the small corridor opens onto the main store  

 area and the area under the Mezzanine stairs to the partial Mezzanine. 
 
 

Emergency contact details 
 
 

Sarah Williams  Collections Officer 
CASTLE 

Day: 01827 709 631 
Mobile: 07800 677 320 / 07713 438 069 
Out of hours: 01827 790 408 

Louise Troman Heritage & Visitor Services 
Manager 
CASTLE 

Day: 01827 709 630 
Mobile: 07528 630 013  
Out of hours: 01543 250 795 

Neil Mason 
TBC 

 

Day: 01827 709 568 
Mobile: 07891 052 163 
Out of hours: 01827 706 871 

Robert Mitchell 
TBC 

Day: 01827 709 616 
Mobile: 07506 092297 
Out of hours: 01509 412 831 

 
 

Utilities 
5. The only utility supplies connected to the unit are electricity and water. 

(Although there is a gas meter on the extreme left wall of the store under the 
Mezzanine, when entering, this has been disconnected) 

6. The electricity meter, fuse box / main distribution box and alarm boxes are all 
under the stairs to the partial Mezzanine. 
The mains stop cock for the water is in the ladies toilet under the hand basin – 
door nearest the front Fire Escape door.  
There are separate isolator valves in both toilets under the hand basins and 
under the kitchen sink unit.  There is an operational water meter in the ladies 
toilet under the hand basin, which also has an isolator directly above it. 
See separate emergency utility isolation details 
 
 

Fire Escape doors and Front door 
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7. Fire Escape doors are red on the inside and have two sliding bolts top 
and bottom on each door, each is locked with matching suited padlocks.  One 
key fits all four fire door padlocks 
The padlocks must be undone and the bolts slid back immediately upon 
entering the building for work, or with any visitors or contractors.  This 
enables the panic bar to be operated safely. 

8. Once in the building the front door closes on a Yale lock.  
The front Fire Escape door can be used once the building is unlocked, for 
access to and from the building if required.   
Fire Escape doors should not however be left unattended or left open, even in 
hot weather particularly if working in another part of the store, or upstairs. 

9. In hot sunny weather the front door can become very hot.  Take care when 
leaning on it to lock it. 

10. Changes in weather temperature can also mean that the front door and the 
Fire Escape doors can flex, affecting the alarm contacts on the doors and 
occasionally triggering a false alarm.  

 
Roller shutter door 

11. The roller shutter door is padlocked at either side with individual  
padlocks with different and individual keys. 
The door must be fully down when closed to ensure the alarm sensor  
to the right on the floor is contacted.   
The D locks must be closed up before putting the padlocks on. 
To open, the roller shutter is operated manually by removing the  
padlocks form the D locks and dropping them down at the bottom of  
the door on either side. 
Release the chain from the restraint on the right of the door, first 
removing the allen keys used as retaining pins.  
Pull on the chain to open the door to the required height.  Whether 
partially or fully open, ensure the chain is returned to the restraint and 
the allen keys put back in as retaining pins before using the shutter for  
access to the store. 

Keys 
12. Keys for the unit are currently held by the Collections Officer, the  

Heritage and Visitor Services Manager, and the alarm company. 
Keys are suited for the Fire Escape padlocks, un-suited for the roller  
shutter door, and un-suited for the front door. 
The key for the padlock on the chain for the dustbin is a standard 404  
key. 

Facilities 
13. The following facilities are provided in the unit:: 

♦ Office space with desks and a work space, with two double electric 
sockets. 

♦ No landline phone 

♦ Ladies toilet and hand basin and hot water 

♦ Men’s toilet and hand basin and hot water 

♦ Kitchen space with sink unit and hot water, cupboards double electric 
socket and kettle. 

♦ Electric sockets on the ground floor of the store. (To the right of the door 
from the small corridor, and on the back wall between the picture racking 
and row 1 of racking) 
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♦ Extension cables have been run upstairs from the downstairs sockets to 
provide access to sockets on the partial Mezzanine.  No hard wired 
sockets installed upstairs. Total load must not exceed 13amps plugged 
into each extension reel. 

  

Racking / storage 
Provided by Metalrax Storage. 

14.  Rows 1 – 4 of screen picture racking beneath the Mezzanine 
are not bolted to the floor.  The counter balance of the feet is sufficient 
support.  Each row can be moved independently (preferably with two people) 
but all paintings or objects hung on the racking must be removed before 
attempting to move it.  The row must be absolutely straight before attempting 
to re-hang paintings or objects. 

15. All blue framed racking on the ground floor is bolted to the floor. 
Each bay has a weight loading notice at the end of it 
The pallet racking on the ground floor is bolted to the wall and to the floor. 
There is a weight loading notice at the end of the row. 
Individual shelves are easily removed and relocated 
The wooden slats on the pallet racking Bay 2B have been braced to support 
the weight of the base of the gryphon. 

16. Some items stored upright against the wall at the back of the space 
 between Rows 4 and the pallet racking have been ratchet strapped to  the 

pallet racking  to prevent any movement. 
17. All racking on the partial Mezzanine upstairs is bolted to the floor and has 

been braced to the structural beam behind each section 
18. Access to the pallet racking can only be gained if all objects stored in front of 

it can be removed.  A reach lift rather than a fork lift will be the only means 
small enough to fit between the racks. Weight loading should be considered 
very carefully when moving any of the items on the pallet racking. Specialist 
advice and assistance from a licensed fork lift / reach lift driver should be 
obtained in the event of moving items on the pallet racking. 

19. Some heavy items are stored on pallets on the floor beneath the pallet racking 
and will require a hand pallet truck to move them.  A hand pallet truck can be 
obtained, along with assistance from Tamworth Borough Council Street 
Scene, or hired in. 

20. Object storage - see Display and Storage Location Guide.  
 Can be found in Collections Documentation Policy and Procedures,  
 Appendix 4.   
 Emergency Plan Appendix 3 and Tamworth Borough Council S\drive  
 under Castle/ Collections/ Accreditation 
21. Housekeeping Plan / Log  
  Can be found in Collections Documentation Policy and Procedures 
  Appendix 4 and Tamworth Borough Council S\drive under Castle/ 
 Collections/Accreditation. 
22. Monitoring Plan / Log  
 Can be found in Collections Documentation Policy and Procedures  Appendix 
4 and Tamworth Borough Council S\drive under Castle/ 
 Collections/Accreditation. 
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